





Stimulation-electrode

The stimulation-electrode has 7mm felt-inlays exchangeable stimulation-points that can be used
for surface stimulation. The distance between the stimulation-points is 20mm and the diameter
of the stimulation-points is 5mm. The length of the main-lead is 220cm. with a 3-pole at 180°
connector.

No. | Part No. Name Wire Length Item per package
1 01M-03S-01 Stimulation electrode 200cm 1

2 01M-03S-02 Stimulation electrode 300cm 1

3 01M-03S-00 Stimulation electrode felt pad 100

Bar - Recording - electrode

Two silver/silver chloride contacts allow a stable, non-polarizing measurement. The contact

was established by two 20mm x 7mm felt-inlays, which were drenched with normal saline. The
distance of the recording-points is 20mm or 40mm. The main-lead has a cable length of 120cm
and can be equipped with 5-pole 270° connector. The base-equipment included: 10 spare-felts

as well as a Velcro-stripe for fixation. 20CM
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No. | Part No. Name D. connector Item per package

01M-04B-011 | Small bar recording electrode 20mm | 5pole plug

01M-04B-012 | Small bar recording electrode 20mm | 2mm plug

01M-04B-013 | Small bar recording electrode 20mm | 1.5mm TP-plug

01M-04B-022 | Large bar recording electrode 40mm | 2mm plug

1 1
2 1
3 1
4 01M-04B-021 | Large bar recording electrode 40mm | 5pole plug 1
5 1
6 01M-04B-023 | Large bar recording electrode 40mm | 1.5mm TP-plug 1
7 1

01M-04B-000 | Bar recording electrode felt pad




























NeuroSign has the state of the art manufacturing

processes manned by qualified and experienced

team located in Canada. We manufacture EEG

& EMG machines and all kind of accessories to
numerous customers.
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Address: 1294 Michigan
Drive,Coquitlam, BC,Canada,V3B6T8

Tell/Fax: 001-604 9455302
Web Site: www.nrsign.com

Email: info@nrsign.com



